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(57) ABSTRACT

A method and a device for maintenance filtering to process a
flow of m coded incoming messages Es; each with n; Inputs/
Outputs es, , a checksum XSes, ; of signatures Ses, ;, and a
date d;. outgoing message Bsm, is generated from each
incoming message with n, Inputs/Outputs esm, ;, a checksum
2Sesm, ; of signatures Sesm, ;, and the date d,. The novel
maintenance filtering device maintains at least one state of at
least one Input/Output es, ; of at least one of the incoming
messages Es; for a period of time T, whatever the state of an
Input/Output of an incoming message consecutive to the
incoming message Es; by generating at least one outgoing
message wherein the state of the i” Input/Output of the out-
going message is equal to the state of the Input/Output es, ; of
incoming message Bs; The maintenance filtering device
includes a calculation device, a pseudo-random generator,
and a compensation table.
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DEVICE AND METHOD FOR MAINTENANCE
FILTERING ON A FLOW OF CODED
INPUTS/OUTPUTS

BACKGROUND OF THE INVENTION
Field of the Invention

The present invention relates to a method and a device for
maintenance filtering on a flow of coded Inputs/Outputs.

In particular, the invention relates to protected data pro-
cessing systems with applications in the field of guided
vehicles, especially in the field of railways, where the protec-
tion of computers associated with ground-based and/or on-
board automatic systems must be guaranteed in order to
detect any fault likely to affect the safety of the guided
vehicle. The present invention relates more particularly to a
device and a method for calculating a checksum intended to
protect an outgoing message generated from an incoming
message with an Input/Output either intended to be main-
tained, or intended not to be maintained.

“Guided vehicle” refers to means of public transport such
as buses, trolley buses, trams, metros, trains or train units,
etc., and to load lifting means such as, for example, travelling
cranes, for which the safety aspect is very important and for
which guidance is provided by at least one rail defining at
least one transportation line or track, i.e. at least one path for
said means of transport.

Numerous automatic systems linked to the operation of
guided vehicles, such as for example door opening or lower-
ing of a safety barrier, are run by software. Since such auto-
matic systems may affect the safety of the vehicle, it is nec-
essary to be able to guarantee the safety of their execution and
thus to monitor the execution of the software used to imple-
ment them.

A software or application protection method known to a
person skilled in the art is based on a use of a coded safety
processor (CSP), in particular that developed by the Appli-
cant under the brand DIGISAFE. The basic principle of the
coded safety processor is to associate each item of incoming
digital information intended to be processed by an application
with a code to be processed and transmitted with said item of
incoming digital information during the execution of said
application, so that the item of outgoing digital information
resulting from said processing of the item of incoming digital
information is itself coded. Since the correlation of the coding
of'the item of incoming digital information and the coding of
the item of outgoing digital information is known as a func-
tion of said application, analysis of the coding of the item of
outgoing digital information makes it possible to determine
whether the application has been executed correctly. This
basic principle has been used to guarantee the safety of
numerous automatic systems, the level of safety being able to
be chosen as a function of the size of the code.

The coded safety processor is also currently used to keep an
item of coded incoming and/or outgoing digital information
safe or, in other words, to maintain a coded Input and/or
Output at a predefined value. Let us consider for example an
optical barrier which, when cut by a train, sends a signal
triggering the lowering of safety barriers. The signal sent by
said optical barrier comprises two states: a first state indicat-
ing the absence of a train, corresponding to raised safety
barriers and to a value 0 of said signal, and a second state
indicating the presence of a train, corresponding to lowered
safety barriers and to a value 1 of said signal. For reasons of
safety, it is necessary that the safety barriers are for example
keptlowered even ifall of the train has already passed through
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the optical barrier. In other words, the value 1 of said signal
corresponding to the presence of a train must be not only
coded, but maintained for a certain safe period of time. This
maintenance of an Input, or an Output, for a certain period of
time at an initial value is currently performed by safety com-
puters of the DIGISAFE type, i.e. by a coded safety processor
executing software algorithms for processing said Inputs/
Outputs.

Generally, the Inputs/Outputs to be taken into account by
the coded safety processor are received in the form of succes-
sive incoming messages which can be successively sub-
scripted, each incoming message comprising:

asetof nInputs/Outputs es, (i=1, .. .,n), each characterized
by a binary state which may be for example permissive
(when said Input/Output is for example equal to 1) or
restrictive (when said Input/Output is equal to 0);

a checksum XSes, made up of the arithmetical sum of a
check code or signature Ses,, which can be pre-deter-
mined, associated with the state of each Input/Output;

and a date to date the checksum.

The j** incoming message can then be written in the fol-

lowing form:

[{es,}, (ZSes)+Date],

From each incoming message, the coded safety processor
generates an outgoing message such that the i outgoing
message, generated from the j” incoming message, com-
prises:

a set of n Inputs/Outputs esm,, each characterized by said
binary state, each Input/Output esm, being calculated
from the Input/Output es; as a function of a possible
maintenance of the state of said Input/Output es, for a
period Ti;

a checksum XSesm, made up of the arithmetical sum of a
check code or signature Sesm, determined by said coded
safety processor as a function of the signatures Ses, of
the Inputs/Outputs of the j** incoming message and a
possible maintenance of one of the Inputs/Outputs es; of
the j” incoming message;

and said date.

Said date is a date which is incremented by a value which
is constant to each incoming message and then makes it
possible to verify that the j* outgoing message and the (j—1)”
outgoing message are the result of processing of two consecu-
tive incoming messages. Also, the period of maintenance T, of
an Input/Output es, of an incoming message represents a
maintenance time of said Input/Output es;, at one of its states
for a predefined number of successive messages.

The j* outgoing message can then be written in the follow-
ing form:

[{esm,}, (ZSesm)+(Date)],

Unfortunately, each coded safety processor, on the one
hand, comprises numerous costly electronic components but
also, on the other hand, requires advanced software engineer-
ing, which is not economically advantageous.

BRIEF SUMMARY OF THE INVENTION

An object of the present invention is to propose a mainte-
nance filtering method and device to maintain one or more
Inputs/Outputs at a binary state free from any use and any
execution of safety software, thus providing for a reduction in
the costs associated with said maintenance of said Input/
Output at an initial value.

With this object, a device and a method are proposed for
maintenance filtering where checksums are calculated for the
outgoing message by adding at least one compensation to the
checksum, the compensation being calculated as a function of
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a current state of a pseudo-random generator and an item

taken from a compensation table.

A set of sub-claims also presents advantages of the inven-
tion.
On the basis of a maintenance filtering method on a flow of

m successive incoming messages Es), intended in particular

to be received at the input to a maintenance filtering device

intended to process them in order to generate at the output
from each incoming message Es; an outgoing message Esm,
subscript j denoting the successive incoming messages, each
incoming message Es, comprising:
a.asetofnInputs/Outputs es, ; (i=1, ..., n), n being a positive
whole number, each of which can be characterized by S,
states P . q running from 1 to s,, s, being a positive whole
number in particular greater than or equal to 2, each state
. of an Input/Output es, ; being associated with a value
to which said Input/Output es, ; is equal when it is in
sa1d state P_,, each state P_, be1ng able to be a state
intended to be maintained (then notated P,, ,(h)) (in particu-
lar for a time period T,) or a state intended not to be
maintained, notated P, (). In the rest of the document, in
particular the state or states and the effective value or
values of the Input/Outputes, ; to the i? incoming message
will be notated and v,, respectively In particular, if each
incoming message is 1dentica1 each of said incoming mes-
sages then comprises the same number of Inputs/Outputs
and the number of states capable of characterizing the same
Input/Output in each of the incoming messages is a con-
stant, i.e. es, efes,}Vj, P, e{P, }VIandv,, e{v, }V].

b. a checksum XSes, ; of signatures Ses, , in particular made
up ofan arithmetic sum of said signatures Ses, , which can
be pre-determined, each signature Ses, ; being in particular
calculated as a function of the state of the Input/Outputees, ;
with which it is associated and being intended to code said
Input/Output es, ;

c. and a date d, intended to date the checksum, said date being
incremented by a date increment for each incoming mes-
sage,

said maintenance filtering method providing for the genera-

tion of an outgoing message Esm, from each incoming mes-

sage Es,, such that the i outgoing message Esm, generated
from the j* incoming message EBs; comprises:

d. a set of n Inputs/Outputs esml , each of which can be
characterized by said s, states Pq,l j» cach state P_, . of an
Input/Output esm, being associated with said value to
which said Input/Output esm, ; is equal when it is in said
state P_, ., the value v'__, - of the Input/Output esm, ; of the
outgoing message Esm; being able to be equal to or differ-
ent from the value Vq,l- ,» of the Input/Output es, ; of the
incoming message Bs; as a function of possible mainte-
nance of the state P, of the Input/Output es, ; or, in other
words, possible maintenance of said value V , of said
Input/Output es, ;, for example for a period T, which can be
expressed as a number of successive messages, starting
with the generation of a t” outgoing message Esmt, t<j and
preferably, capable of being prolonged from the j* incom-
ing message by a new period greater than or equal to said
period T, starting with the receipt of a g incoming mes-
sage characterized by t<g=j for which the Input/Output
es, . is intended to be maintained. In particular, the value

Vaig of the Input/Output esm, ; of the (j)* outgoing mes-
sage 1s equal to the value v, , of the Input/Output esm, , of
the t* outgoing message whatever the state P, of the
Input/ Output es, ;of the G)” 1ncom1ng message 1f and only
if there is a t* 1ncom1ng message j—1,=t<j such that:
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the state P_; , of the Input/Output es, , of the t* incoming
message Es, is a state intended to be maintained for a
period T,,

and optionally, the Input/Output es, , of the t* incoming
message Es, is not being maintained, i.e. a period T, of
maintenance of said Input/Output es; is completed for a
r” outgoing message, r<t, and the state of the Input/
Output es, of each incoming message between the
incoming message and the t* incoming message was not
intended to be maintained.

e. a checksum ZSesm, ; of signatures Sesm, ;, in particular
made up of the anthmetic sum of s1gnatures Sesm, ;, each
signature Sesm, ; being intended to code the Input/Output
esm,  as a function of the state of the Input/Output es, |

f. and sa1d date d;;

the maintenance ﬁltering method according to the invention is

characterized in that it comprises a calculation of each check-

sum XZSesm, ; of the outgoing message by adding, in particular
by addition, of at least one compensation to said checksum

ZSes, ;, said compensation being calculated as a function of a

current state of a pseudo-random generator and an item taken

from a compensation table. Said compensation is, in other
words, an added value, for example by addition, to said
checksum, in particular to a field of said checksum, so that the
checksum XSesm, ; characterizing the outgoing message is
coherent with the states of the Inputs/Outputs esm, ; of said
outgoing message, in particular when one or more of said

Inputs/Outputs esm, , are characterized by at least one state to

be maintained for said period T,.

The present invention also proposes, on the basis of a
maintenance filtering device intended to process a flow of m
incoming messages Es, as mentioned above, i.e. each com-
prising:

1, Inputs/Outputs es, ,

a checksum 2Ses, ; of signatures Ses, ;, each signature Ses, ;

being intended to code said Input/Output es, ,,

and a date d,,
in order to generate from each incoming message Es; an
outgoing message Bsm, comprising, as already mentioned
above:

1, Inputs/Outputs esm, ,,

a checksum 2Sesm, ; of signatures Sesm, ;, each signature

Sesm, ; being 1ntended to code said Input/Output esm,

and a date d,

a maintenance filtering device characterized in that it is
capable of maintaining at least one state of at least one Input/
Output es, ; of at least one of said incoming messages Es, for
a period of time T, whatever the state of an Input/Output of an
incoming message consecutive to said incoming message Es;
by generating at least one outgoing message characterized in
that the state of the i? Input/Output of the outgoing message
is equal to the state of the Input/Output es, ; of the incoming
message Bs,, the maintenance filtering deV1ce according to
the invention also being characterized in that it comprises:

a calculation device capable of calculating for each incom-
ing message Es, from said checksum ZSes, ; and by add-
ing, in particular by addition using at least one adder, at
least one compensation to said checksum XSes,;, a
checksum ZSesm intended to characterize the outgo-
ing message Esm

at least one pseudo-random generator with a current state
intended to calculate said compensation, said pseudo-
random generator being for example of the LFSR (Lin-
ear Feedback Shift Register) type;

at least one compensation table intended to calculate said
compensation.
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In particular, said calculation device, each pseudo-random
generator and each compensation table are advantageously
coupled with one another in order to generate said compen-
sation, which can be calculated for example as a function of
the current state of at least one pseudo-random generator and
an item taken from at least one compensation table. Prefer-
ably, the maintenance filtering device comprises a date
extraction device which can be coupled to said pseudo-ran-
dom generator, and its calculation device comprises prefer-
ably at least one hardwired algorithm providing for the cal-
culation of said compensation. In other words, a hardwired
logic enables in particular the maintenance filtering device to
maintain one or more Inputs/Outputs in at least one of their
states. Thus, the maintenance filtering method according to
the invention is in particular characterized by coupling of said
pseudo-random generator with a date extraction device
capable of extracting at least one signature of a checksum.

Preferably, the maintenance filtering method according to
the invention is characterized by splitting of said checksum
ZSesm, ; into ¢ fields, ¢ being greater than or equal to 2.
Advantageously, the maintenance filtering device according
to the invention is capable of splitting said checksum in order
to separate it into said c fields.

Preferably, the method according to the invention is char-
acterized by an initialization of at least one pseudo-random
generator prior to receipt of a first incoming message Es,, in
particular by an LSFR initialization cycle, said initialization
being intended to generate by means of said pseudo-random
generator an initialization value capable of processing solely
at least one state of an Input/Output intended not to be main-
tained. The LSFR initialization cycle of said pseudo-random
generator is in particular characterized by a period of time
enabling said generator to develop into a large number of
states or, in other words, to generate a sufficient number of
values before processing a first incoming message in order to
enable a device downstream of said maintenance filtering
device to detect an operating fault.

Preferably, from the first incoming message Es; and for
each consecutive incoming message Bs;, the maintenance
filtering method according to the invention comprises, on the
one hand, a short LSFR cycle run by said pseudo-random
generator associated with said Input/Output es, ; if the Input/
Output es, ; is in a state intended not to be maintained and, on
the other hand, along LSFR cycle run by said pseudo-random
generator associated with said Input/Output es, ; if the Input/
Output es, ; is in a state intended to be maintained. In particu-
lar, said run of said short LSFR cycle and said run of said long
LSFR cycle each comprise an addition carried out succes-
sively for each field of the checksum ZSes, , of said field of
the checksum 2Ses, ; to, on the one hand, a value character-
izing the current state of said pseudo-random generator and
to, on the other hand, said item originating from said com-
pensation table.

Preferably, the compensation table is capable of storing in
a memory said predetermined data, each item originating
from said compensation table being in particular pre-defined
as a function of the Input/Output es, ,, its state and the check
signature Ses, ; in order to provide for either a generation of a
check signature Sesm, ; characterizing a maintenance of the
state of an Input/Output for a period T,, or a generation of a
check signature Sesm, ; characterizing a confirmation of the
state of an Input/Output of an incoming message.

In particular, the maintenance filtering device according to
the invention is characterized in that it comprises a date
extraction device capable of extracting the date of at least one
checksum, an incoming message or an outgoing message, and
of'determining a date increment between two successive mes-
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sages processed by said maintenance filtering device. Thus, a
systematic verification of the date increment between two
consecutive incoming (or outgoing) messages advanta-
geously makes it possible to guarantee the safety of said
device, ensuring in particular that all the messages are prop-
erly processed.

The invention is now going to be described in more detail
by referring to a preferred embodiment cited as a non-restric-
tive example. According to said preferred embodiment of the
present invention, the maintenance filtering method may
comprise the following stages consecutive to the stage f)
described above in order to implement said compensation and
said maintenance of a state of an Input/Output:

g. before receipt of a first incoming message Es;:

an initialization of at least one pseudo-random generator of
said maintenance filtering device intended to provide for
an initial generation of an initialization value. In particu-
lar, the number of pseudo-random generators of the
maintenance filtering device according to the invention
is equal at least to the number of Inputs/Outputs per
incoming message intended to be maintained and said
initialization is in particular characterized by an LSFR
initialization cycle enabling a downstream device to
detect an operating error;

said initial generation, first initialized by each pseudo-

random generator, of said initialization value. Said ini-
tialization value is in particular solely intended for pro-
cessing (i.e. compensation) of a first field C1 of a
checksum ZSes, ; of an incoming message Es; for which
at least one of its Inputs/Outputs es, ; is characterized by
astate intended to be maintained by said pseudo-random
generator. Said initialization value is in particular com-
bined with a compensation item solely able to compen-
sate the states P, (f) of the Input/Output es,, not
intended to be maintained. In fact, each initialization
value resulting from the initialization of each pseudo-
random generator is in particular able to characterize a
state of initialization of said pseudo-random generator.
When said pseudo-random generator is in said state of
initialization, the filtering device according to the inven-
tion is solely capable of compensating each state P, (1)
intended not to be maintained, i.e. different from a state
P, (h)or, in other words, different from a state intended
to be maintained, and therefore makes it possible solely
to confirm at least one value v, , . ofan Input/Outputes, ;
associated with the state P, (f). Thus, said initialization
value makes it possible solely to process at least one
state P, (1) or, in other words, said initialization value
makes it possible to calculate a checksum ZSesm,;
solely from an Input/Output es, ; whose state P, ; is a
state intended not to be maintained;

h. from the first incoming message Es, and for each consecu-

tive incoming message Es;:
splitting of the checksum ZSes, ; into ¢ fields C1, . . ., Cc;
then for each Input/Output es, ; of the incoming message
Es; comprising a state P, (h) intended to be maintained
by means of said pseudo-random generator, each
pseudo-random generator being in particular respon-
sible, per incoming message, for the processing of the
checksum XSes, ; for one and only one Input/Output es, ,
comprising, among the states P, . capable of character-
izing it, at least one state P, (h):
if the Input/Output es,; is in a state P, (1), i.e. not
intended to be maintained or, in other words, requir-
ing solely a confirmation of said state, the mainte-
nance filtering method comprises the following stages

o



US 9,354,845 B2

7

characterizing in particular a short LSFR cycle run by

a pseudo-random generator associated with said

Input/Output es, :

1. an addition of the first field ZSes, ..C1 of the check-
sum XSes, ; to said initialization value and to an
item Data., ,,; originating from a compensation
table, each item Data., ,  being in particular pre-
defined as a function of the current state of the
pseudo-random generator, the Input/Outputes, , its
state P, . and the check signature Ses, ; associated

with said state P_; (f) in order to provide in this
case for a generation, at the output from said main-
tenance filtering device, of a check signature
Sesm, ; characterizing a state P_, = of the Input/
Output esm, ; equal to the state P, (1) of the Input/
Output es, ;

2. a generation, by said pseudo-random generator, of
a value characterizing a new state of said pseudo-
random generator, then an addition of said value
characterizing the new state to said second field
2Ses, ;.C2 of the checksum ZSes,  and to an item
Data., ,,; originating from said compensation
table, each item being Data., . - in particular pre-
defined as a function of the current state of the
pseudo-random generator, the Input/Outputes, , its
state P, ; and the check signature Ses, ; associated
with said state P_; (f) in order to provide in this
case for a generation, at the output from said main-
tenance filtering device, of a check signature
Sesm, ; characterizing a state P_, = of the Input/
Output esm, ; equal to the state P, (1) of the Input/
Output es, ;

3. a reiteration by said pseudo-random generator of
stage 2) for each field C3 to Cc of the checksum
ZSes, ; if the latter has been split into more than two
fields;

4. after processing each field of the checksum ZSes, ,
said pseudo-random generator generates a test
value characterizing a state Test Dckd of
said pseudo-random generator for said Input/Out-
put es, ;, said state Test Dckd being intended to
provide for an extraction and verification of said
date increment of the checksum obtained after pro-
cessing all its fields;

5.anaddition of a loop item CompLFSR_ , ; to a value
characterizing the current state of the pseudo-ran-
dom generator, i.e. the state Test Dckd of said
pseudo-random generator in the stage preceding
stage 5), each loop item CompLLFSR_ , - originating
in particular from said compensation table and
being predefined as a function of the state P, ., of
the Input/Outputes, ;, ,, and intended to provide for
a return of said generator to its initialization value
characterizing its state of initialization;

6. said generation of the outgoing message Esm;

if the Input/Output es, ; is in a state P_, (h), i.e. a state
intended to be maintained in particular for said period
T,, the maintenance filtering method comprises the
following stages characterizing in particular a long
LSFR cycle run by a pseudo-random generator asso-
ciated with said Input/Output es, :

1. a generation, by said pseudo-random generator, of
an initial compensation value characterizing an ini-
tial state of compensation of said pseudo-random
generator, said initial compensation value being
intended solely to compensate the field C1 of the
checksum ZSes, ; in order to produce a new check-
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sum XSems, ; for which the state of the Input/Out-
put ems, ; is equal to the state of the Input/Output
es,;, i.e. by maintaining said state P, of said
Input/Output es, ;, said initial compensation value
being obtained by addition of an initial compensa-
tion item to said initialization value;

. a compensation of the field C1 of the checksum

2Ses, ; by addition of said field C1 to said initial
compensation value and to an item Data.,
originating from a compensation table, each item
Data, , , ;being in particular pre-defined as a func-
tion of the current state of the pseudo-random gen-
erator, the Input/Output es, ,, its state and the check
signature Ses, ; associated with said state P, (h)in
order to provide in this case for a generation, at the
output from said maintenance filtering device, ofa
check signature Sesm, ,; characterizing a state P, ;
of the Input/Output esm, ; equal to the state P, (h)
of the Input/Output es, ;;

1,73

. a generation, by said pseudo-random generator, of

a value characterizing a new state of said pseudo-
random generator, then an addition of said value
characterizing the new state to said second field C2
of the checksum XSes, ; and an item Data,
originating from said compensation table, each
item Data,, , , ;being in particular pre-defined as a
function of the current state of the pseudo-random
generator, the Input/Output es, , its state and the
check signature Ses, ; associated with said state
P, (b) in order to provide in this case for a gen-
eration, at the output from said maintenance filter-
ing device, of a check signature Sesm, ; character-
izingastate P_, - of the Input/Output esm, ;equal to
the state P, (h) of the Input/Output es; ;

. >

. a reiteration by said pseudo-random generator of

stage 3) for each field C3 to Cc of the checksum
2Ses, ; if the latter has been split into more than two
fields;

after processing each field of the checksum XSes, |,
said pseudo-random generator generates a test
value characterizing a state Test Dckd of said
pseudo-random generator for said Input/Output
es, , said state Test Dckd being intended to provide
for an extraction and verification of said date incre-
ment of the checksum obtained after processing all
its fields;

said generation of the outgoing message Esm,;

7. then for each incoming message Es,, consecutive to

said incoming message Es; and separated from said

incoming message Es; by a period of time shorter

than or equal to the period T, of maintenance of the
state of said Input/Output es, ;:

i. a generation, by said pseudo-random generator,
of a value characterizing a new state of said
pseudo-random generator, then an addition of
said value characterizing the new state to said
first field C1 of the checksum 2Ses, ,, and an item
Data., ,, ,, originating from said compensation
table, each item Data, ,,,, being in particular
pre-defined as a function of the current state of
the pseudo-random generator, the Input/Output
es,,,, its state P and the check signature

i, W3 g1,
Ses, ,, associated with said state P_ . (h) in order

Lw? g5t/
to provide in this case for a generation, at the
output from said maintenance filtering device, of
a check signature Sesm, ,, characterizing a state

P, ., of the Input/Output esm, ,, equal to the state
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P, (b) of the Input/Output es, , followed by a
repetition of stages 3) to 6) for said incoming
message Es,, i.e.

a generation, by said pseudo-random generator,
of a value characterizing a new state of said
pseudo-random generator, then an addition of
said value characterizing the new state to said
second field C2 of the checksum XSes, ,, and an
item Data, , ; ,, originating from said compen-
sation table, each item Data., , ,, being in par-
ticular pre-defined as a function of the current
state of the pseudo-random generator, the Input/
Output es, ,, its state P, , , and the check signa-
ture Ses, ,, associated with said state P, (h) in
order to provide in this case for a generation, at
the output from said maintenance filtering
device, of a check signature Sesm, ,, character-
izing a state P, . of the Input/Output esm,
equal to the state P_, (h) of the Input/Output
€8,

iii. a reiteration by said pseudo-random generator
of stage 3) for each field C3 to Cc of the check-
sum XSes, ,, if the latter has been split into more
than two fields;

iv. after processing each field of the checksum
2Ses, ,, said pseudo-random generator generates
a test value characterizing a state Test Dckd of
said pseudo-random generator for said Input/
Outputes, ,, said state Test Dckd being intended
to provide for an extraction and verification of
said date increment of the checksum obtained
after processing all its fields;

v. said generation of the outgoing message Esm ;

8. an addition of a loop item CompLFSRQ,; ,, to a
value characterizing the state of the pseudo-ran-

dom generator in the stage preceding stage 8), i.e.

the state Test Dckd or, in other words, said value

characterizing the current state of the pseudo-ran-
dom generator, said loop item CompLFSRQ,; ,,
being intended to provide for a return of said gen-
erator either to its initialization value characteriz-
ing its state of initialization if the Input/Output
es,,,, of the incoming message Es,,,, is character-
ized by a state P_, .., (f), or to its initial compen-
sation value if the Input/Output es , ; of the incom-
ing message Es,,, is characterized by a state

P, w.1(0), Bs,,,, being the first incoming message

arriving at the input to said maintenance filtering

device and separated from said incoming message

Bs; by a period of time strictly longer than the

period T,, said loop item CompLFSRQ, , ,, origi-

nating in particular from said compensation table
and being thus predefined as a function of the state

P, of the Input/Output es, ., ;;

9. areturn to stage h) in order to process the incoming
message es,,,,; and the next incoming messages
consecutive to es,

,w+1*

ii.

=

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING

Finally, exemplary embodiments and applications are pro-
vided using the following figures:

FIG. 1 example of maintenance filtering intended to main-
tain the state of an Input/Output for a period T,.

FIG. 2 exemplary embodiment of a maintenance filtering
device according to the invention.
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FIG. 3 example of a maintenance of an Input/Output in one
of its states by means of a maintenance filtering device
according to the invention.

DESCRIPTION OF THE INVENTION

As an example, FIG. 1 shows an example of maintenance
filtering intended to maintain the state P, , ; of the 2" Tnput/
Output es, ; of an incoming message Es,, said Input/Output
being able to be characterized by two states P, , ;(5,=2): P,
and P, , .. Graph 11 represents the state P, ; (y-axis) of the
Inputs/Outputs es, ; (x-axis) of consecutive incoming mes-
sages Es; (j=1, .. ., 14) received by the maintenance filtering
device according to the invention. Graph 12 represents the
state P, ; (x-axis) of the Inputs/Outputs esm, ; (y-axis) of
consecutive outgoing messages Esm, (=1, . . ., 14) generated
by the maintenance filtering device according to the invention
after processing of the incoming messages Es; and provided at
the output from said maintenance filtering device. When the
Input/Output es, ; of an incoming message Es; is in said state
P, , , then this state is maintained for an interval of time or
period T, and, for this period T, each Input/Output esm, , has
the same state as es, ; whatever j.

FIG. 2 describes an exemplary embodiment of a mainte-
nance filtering device 2 according to the invention. Letibe a
positive whole number, with i running from 1 to n, and let us
consider a j* incoming message 11 comprising n binary
Inputs/Outputs es, , i.e. s,=2 whatever i and whatever , i.e.
P, ., is either equal to P, , =P, or equal to P, =P,, each of
said Inputs/Outputs es, ; thus being characterized by a state or
a binary value, for example a restrictive state P, which can be
associated with a value 0 to which said Input/Output es, ; may
be equal and a permissive state P, which may be associated
with a value 1 to which said Input/Output es, ; may be equal,
said n Inputs/Outputs es, ; also being coded with a checksum
2Ses,; split into two fields, respectively a first field
(Z8Ses; ,).C1 and a second field (ZSes, ;).C2, said coding being
for example performed by a coded safety processor upstream
of the maintenance filtering device 2 according to the inven-
tion. The checksum XSes, ; is in particular made up of an
arithmetic sum of initial codes or signatures Ses, ; which can
be pre-determined, each initial signature Ses, ; being associ-
ated with the state of an Input/Output es, ; of the incoming
message 11 and intended to code it. Said incoming message
11 can then be written as follows:

[{es, }, (ZSes, ).CL, (ZSes, ).C2]+d,
where subscript j can be used to identify the i sample of
incoming message 11 received by the maintenance filtering
device 2, j running for example from 1 to m, m being a
positive whole number. d; is a parameter which can be used to
date said sample j, said parameter d, being for example incre-
mented for each sample received by the maintenance filtering
device 2. Said first field according to the invention, respec-
tively the second field (or generally the ¢ field when the
checksum is split into c fields), is made up for each sample j
of the sum modulo A1, respectively A2 (or respectively Ac),
of the signatures belonging to said first field Ses, ,.C1, respec-
tively signatures belonging to said second field Ses, ;.C2 (or
respectively signatures belonging to the ¢ field Ses, ;-Cce),
corresponding to the states of the inputs es, ; for said sample j
added to the date d,.C1 of said samplej, respectively D,.C2 (or
respectively D,.Cc). Each field according to the invention,
identified above by Cl1, respectively by C2 (or respectively
Cc), represents a non-separable sum of items of information,
i.e. it is not possible to extract a signature Ses, ;, nor a date d,
from said field. For example, A1 and A2 (until respectively Ac
when the checksum is split into ¢ fields) are prime numbers
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between 2*° and 2** and, in particular, each of the fields of the
sample j, (ZSes,).Cl+d.Cl, (ZSes, ).C2+d,.C2, (until
respectively (ZSes; ;).Cc+d,.Cc), may comprise 24 bits in
order to facilitate calculations by a 32-bit processor placed
downstream of the maintenance filtering device 2. Thus, an
incoming message comprising a set of binary Inputs/Outputs
es, ;and ¢ segments of its checksum comprises c+1 groups or
packets of indissociable or, in other words, non-separable
information.

A flow of m samples of incoming messages 11 each com-
prising said n binary Inputs/Outputs may then be represented
by m successive sets Es ={es, , . .., s, } comprising said n
Inputs/Outputs coded by said checksum split according to the
first and the second field: (Ses, + ... +Ses, ).C1+D.Cl and
(Ses, j+ ... +Ses, ).C2+D,.C2.

The state of each Input/Output es, is thus protected by a
check signature Ses, integrated into the checksum presented
above. The check signature Ses, according to the invention is
in particular a value between 1 and A, selected randomly by a
device upstream of the filtering device, for example calcu-
lated by a pseudo-random generator or produced according to
a predefined law of mathematical calculation. A value is
selected for the two fields C1 and C2 of the check signature
and for each of the possible states of the Input/Output es,.

For example, for an Input/Output es, characterized by a
restrictive state es,=0 and a permissive state es,=1, we have:

es,=1: Ses,. C1=SESiTrue.C1 Ses,.C2=SESiTrue.C2

es,=0: Ses,.C1=SESiFalse.C1 Ses,.C2=SESiFalse.C2

The successive values of the check signatures Ses; of the
Input/Output i of a flow of incoming message are in particular
denoted Ses, ; for the i incoming message. The procedure is
analogous for the outgoing message.

After maintaining the Input/Output es,  in one of its binary
states or, in other words, after maintaining the Input/Output
es, ;at one of its values 1 or 0, the checksum processed by the
maintenance filtering device 2 has changed and comprises a
sum of final signatures Sesm, ; intended to protect the outgo-
ing message 12. Each of the fields of the checksum may then
be written as follows, by taking up the preceding example:

esm,=1: Sesm,.C1=SESMiTrue.C1
Sesm,.C2=SESMiTrue.C2
esm,=0: Sesm,.C1=SESMiFalse.C1

Sesm,.C2=SESMiFalse.C2

In particular, for each Input/Output not maintained, the
protection signature Sesm, obtained after maintenance is
selected so as to be equal to the initial protection signature
Ses, of the Input/Output of the incoming message:
SESi*=SESMi*, ie. SESiTrue.C1=SESMiTrue.Cl;
SESiTrue.C2=SESMiTrue.C2;
SESiFalse.C1=SESMiFalse.C1;
SESiFalse.C2=SESMiFalse.C2.

Preferably, for each maintained Input/Output of the sample
j, the final signature Sesm; intended for protection and
obtained after maintenance is selected randomly and is dif-
ferent from the initial protection signature Ses, of the Input/
Output of the incoming message 11: SESi*=SESMi*, i.e.
SESiTrue.C1=SESMiTrue.Cl;
SESiTrue.C2=SESMiTrue.C2;
SESiFalse.C1zSESMiFalse.C1;
SESiFalse.C2=SESMiFalse.C2. This makes it possible in
particular to guarantee effective processing of the Inputs/
Outputs by the maintenance filtering device 2 according to the
invention.

During maintenance ofa value or a state of an Input/Output
of'a sample j, a compensation originating from a compensa-
tion table 24 is added, for example by means of at least one
adder 212 of the calculation device 21, to the checksum, for
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example a first compensation to the first field of the check-
sum, and a second compensation to the second field of the
checksum, in order to produce a checksum comprising a new
signature for each Input/Output maintained. This compensa-
tion may for example be calculated from the state of'a pseudo-
random generator 23 and a pre-calculated item of data stored
in the compensation table 24.

Thus, the maintenance filtering device 2 is capable of gen-
erating from said flow of m samples of incoming messages
comprising n binary Inputs/Outputs a flow of m samples of
outgoing messages 12 each comprising n binary Inputs/Out-
puts, said flow of outgoing messages being able to be repre-
sented by m successive sets Esm~={esm, , ..., esm, } each
comprising said n Inputs/Outputs esm, ; coded by a checksum
calculated by said maintenance filtering device in order to
take account of each Input/Output, the state of which has been
maintained in said outgoing message 12.

The operation of the pseudo-random generator 23 and the
content of the compensation table 24 are in particular capable
of guaranteeing that only the data needed to implement the
maintenance of the Input/Output intended to be maintained
are available.

Preferably, for each sample received by the maintenance
filtering device 2, the dated checksums are compensated by
the addition of a current state of the pseudo-random generator
and a compensation taken from the compensation table. The
selection of data from the compensation table 24, as well as
the changes in the pseudo-random generator 23 depend in
particular on the functional value of the Input/Output to be
maintained.

The pseudo-random generator 23, for example of the LFSR
(Linear Feedback Shift Register)/accumulator type, may thus
be advantageously used in order temporally to protect the
state of an Input/Output of said incoming message 11 for a
predetermined period T,. In particular, each Input/Output of
an incoming message 11 intended to be maintained can in
particular be associated with a pseudo-random generator 23,
in particular one and only one pseudo-random generator 23,
intended to calculate the maintenance or non-maintenance of
said Input/Output. Each pseudo-random generator 23 is in
particular capable of running through two LFSR check
cycles, each defining a mode of change of said pseudo-ran-
dom generator 23: a short LFSR cycle associated with a
non-maintained Input/Output value and a short LFSR change
mode and a long LFSR cycle associated with the maintenance
of an Input/Output value and a long LFSR change mode of
said pseudo-random generator 23. Thus, the maintenance
filtering device 2 comprises in particular at least two func-
tions: a maintenance function intended to maintain the state
of an Input/Output of an incoming message 11 associated
with the long LSFR mode, and a non-maintenance or chang-
ing function intended not to maintain the state of an Input/
Output of an incoming message 11, associated with the short
LFSR mode.

Preferably, each pseudo-random generator 23 comprises a
function to predetermine Inputs/Outputs allowing said gen-
erator to select, as a function of the incoming message 11, a
unique Input/Output of said incoming message, the state of
which is to be maintained. Said unique Input/Output of said
incoming message intended to be processed by said pseudo-
random generator 23 is described in the rest of this document
as a “predetermined” Input/Output. The selection made by
said pseudo-random generator 23 depends on the incoming
message 11, for example on an incoming message 11 type.
Thus, said maintenance filtering device according to the
invention is capable of predefining or predetermining for each
incoming message 11, at least one “predetermined” Input/
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Output to be processed by one and only one pseudo-random
generator and the state of which is to be maintained by said
maintenance filtering device 2, each “predetermined” Input/
Output being said unique Input/Output of said incoming mes-
sage processed by said pseudo-random generator.

In other words, one and only one Input/Output es,; per
incoming message, i.e. said “predetermined” Input/Output,
can thus preferably be processed by said pseudo-random
generator. In order to process several Inputs/Outputs of an
incoming message, several pseudo-random generators in par-
allel orin series can in particular be used in order that each one
processes a different Input/Output of said incoming message.

Preferably, the calculation device 21 also comprises a mod-
ule 211 intended to calculate the Inputs/Outputs esm, ; of the
outgoing message 12 from the Inputs/Outputs es,; of the
incoming message 11, said module 211 being capable of
calculating said Inputs/Outputs esm, ; of the outgoing mes-
sage 12 as a function of a state of the Inputs/Outputs es, ; of the
incoming message 11. In particular, said module 211 com-
prises a command table capable of describing each Input/
Output es, ; to be maintained and a finite-state(s) machine
capable of tracking the state of each pseudo-random genera-
tor and calculating each state of each Input/Output esm, ; from
the states of each Input/Output es, ; and a content of said
command table. Preferably, the maintenance filtering device
2 comprises a signature extraction device 22 which can be
coupled to said pseudo-random generator 23 and to the cal-
culation device 21 and is capable of extracting from a check-
sum of an outgoing message a date increment or a date in
order to verify that each incoming message 11 is processed by
the maintenance filtering device 2.

We are now going to describe using FIG. 3 the successive
stages of processing of an incoming message received by the
maintenance filtering device according to the invention, for
example in the case of maintenance of an Input/Output of said
incoming message in its restrictive state: es, =0, by taking up
the characteristics of the incoming message and the outgoing
message as given for FIG. 2.

First of all, the pseudo-random generator is initialized 3,
and changed in particular according to an LSFR initialization
cycle 71 intended to bring said pseudo-random generator to
an initial state 4 characterized by an initial value
Comp_a_1.C1 intended to compensate a permissive state. Its
initialization 3 may for example be correlated with a re-
initialization of a device capable of generating Inputs/Out-
puts intended to be processed by said maintenance filtering
device, or with a re-initialization triggered by a detection of
an operating error. The LSFR initialization cycle enables said
pseudo-random generator to change into a large number of
states in a period the duration of which can be adjusted as a
function of a time needed for detection of the operating error
by a downstream device.

In this initial state 4, the maintenance function of the main-
tenance filtering device according to the invention comprises
solely a compensation enabling the pseudo-random generator
to confirm and calculate a permissive state of the Input/Out-
put. In its initial state 4, the pseudo-random generator cannot
therefore calculate a restrictive state of a “predetermined”
Input/Output which it is intended to process and the state of
which is restrictive at the input to the maintenance filtering
device, but can solely process a “predetermined” Input/Out-
put, the state of which is permissive at the input to the main-
tenance filtering device.

If the state of the “predetermined” Input/Output of an
incoming message is permissive (i.e. es, ;=1) at the input to
said maintenance filtering device, the change function of said
generator is used by the latter: the field C1 of the checksum
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intended to code the Inputs/Outputs of the incoming message
(i.e. ZSes, .C1) is compensated, i.e. said maintenance filter-
ing device is capable of adding, for example using an adder, to
the field C1 of the checksum, said initial value Comp_a_1.C1
characterizing said initial state 4 along with an item of data
selected from the compensation table, then the generator
changes in short LFSR mode 7 towards a state 41 character-
ized by a value Comp_a_1.C2 providing for compensation of
the field C2 of the checksum intended to code the incoming
message. This advantageously makes it possible to avoid
blocking of the pseudo-random generator on a compensation
state. The selection of said item of data from the compensa-
tion table depends in particular on the state of the “predeter-
mined” Input/Output of the incoming message and the LFSR
check cycle of the pseudo-random generator.

Each Input/Output of said incoming message is capable of
being a “predetermined” Input/Output for one of the pseudo-
random generators of said maintenance filtering device. Thus,
once each “predetermined” Input/Output of said incoming
message has been processed by the pseudo-random generator
selecting it, for example by several pseudo-random genera-
tors of the LFSR type operating in parallel or in series and
each having simultaneously selected their “predetermined”
Input/Output of said incoming message, the validity of the
checksum obtained after processing all the Inputs/Outputs of
the message intended to be maintained is verified by said
maintenance filtering device, in particular by subtracting the
signature of each Input/Output from the checksum in order to
extract the date. Advantageously, extraction and verification 8
of the date makes it possible in particular to guarantee that
each sample of incoming message is processed by said main-
tenance filtering device and is associated with an outgoing
message. For this purpose, a “Test Dckd” state of said pseudo-
random generator preferably makes it possible to perform a
differential verification of the date.

Thus, at each cycle of acquisition of an incoming message
intended to be processed by the maintenance filtering device,
the date of said incoming message is verified by comparison
with the date of the preceding incoming message which has
been processed, i.e. the outgoing message, in order to guar-
antee that each incoming message is taken into account,
which advantageously makes it possible to protect the main-
tenance filtering device. After verification, and in the event of
validity of the checksum, a first item of loop data 42 is asso-
ciated with the state of the pseudo-random generator in order
to allow said generator to return to its initial state 4 making it
possible to compensate and Input/Output with a permissive
state. The first loop item 42 is in particular characterized by
compensation value CompLFSR1 intended to compensate
the field C1 of a permissive Input/Output of an incoming
message consecutive to the message processed previously. In
the event of error, the checksum is definitively altered and the
messages produced by said maintenance filtering device can
no longer be used by devices downstream of said mainte-
nance filtering device. Preferably, the maintenance filtering
device can be automatically re-initialized in the event of
detection of an operating error by a monitoring device and
said re-initialization allows the pseudo-random generator to
return to its initial state 4 by means of a change according to
said LSFR initialization cycle 71. The change according to
said LSFR initialization cycle 71 guarantees a minimum time
of unavailability of the maintenance filtering device in order
to guarantee that any fault is detected by the downstream
devices.

If the state of the Input/Output of the incoming message is
restrictive (i.e. es, =0) at the input to said maintenance filter-
ing device, the pseudo-random generator is in particular
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capable of changing according to an LSFR cycle 7 towards an
initial compensation state 5 of a restrictive Input/Output
allowing for solely a compensation of the checksum towards
a restrictive state of the Input/Output. In other words, said
initial compensation state 5 is characterized by an initial value
Comp_a_0_1.C1 making it possible, during compensation of
the checksum of the incoming message when the state of the
Input/Output of the incoming message is restrictive, to gen-
erate by compensation in particular of the field C1 of said
checksum, a new checksum comprising a compensated field
Cl1 and the field C2 and intended to maintain a restrictive state
for said Input/Output. Said compensation comprises in par-
ticular an addition, in particular by addition, to the field C1 of
the checksum, of said initial value Comp_a_0_1.C1 and an
item of data selected from the compensation table, each
intended to maintain the Input/Output in its restrictive state.
Then said pseudo-random generator changes in LFSR mode
7 towards a state 51 characterized by a value Comp_a_0_1.C2
providing for a compensation of the field C2 of the checksum
and intended to maintain the Input/Output in its restrictive
state. After each compensation of the field C1 and the field C2
of the checksum, a date extraction device is in particular
capable of verifying 8 a change in the date increment, in
particular by extraction of the date from the checksum the
fields of which have been compensated, then by verification
of said date with respect to the date of an outgoing message
and/or an incoming message preceding the message under-
going treatment by said maintenance filtering device. In all
cases, after each compensation, the maintenance filtering
device is capable of creating an outgoing message comprising
a number of Inputs/Outputs esm, ; identical to the number of
Inputs/Outputs of the incoming message, but characterized in
that the state of each Input/Output, the state of which is
intended to be maintained has been maintained, and the sig-
nature of which or more precisely the checksum associated
with it has been updated in order to take account of the
possible maintenance of one or more Inputs/Outputs of said
incoming message.

After verification 8 of the date increment and maintenance
of the Input/Output in its restrictive state on the basis of the
compensation of the fields C1 and C2 of the checksum by
means respectively of the initial value Comp_a_0_1.C1 of the
initial state 5 and the value Comp_a_0_1.C2 of the state 51,
the maintenance filtering device is capable of maintaining, for
aperiod T, equal to the time needed to complete T,-1 succes-
sive stages (T, being a period expressed in numbers of suc-
cessive messages), the Input/Output in its restrictive state by
completing successively at each stage t, trunning from 2 to T :

a generation by change in said pseudo-random generator
according to an LSFR cycle 7 of a state 52, 54, 56
characterized by a compensation value
Comp_a_0_t.CI;

a compensation of the first field C1 of the checksum by
adding to said checksum said value Comp_a_0_t.Cl and
an item of data from the compensation table intended to
compensate the first field C1 of the checksum in a solely
restrictive state of said Input/Output;

a generation by change in said pseudo-random generator

according to an LSFR cycle 7 of a state 53, 55, 57
characterized by a compensation value
Comp_a_0_t.C2;

a compensation of the second field C2 of the checksum by
adding to said checksum the value Comp_a_0_t.C2 and
an item of data from the compensation table intended to
compensate the second field C2 of the checksum in a
solely restrictive state of said Input/Output;
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a verification 8 of the date increment, for example by

extraction of said date from the checksum:;

a generation of an outgoing message.

The number (T,-1) of successive stages determines the
duration of maintenance of the Input/Output in its restrictive
state and may be predetermined as a function of the incoming
message, for example as a function of a type of incoming
message.

After the (T ~1)” stage (i.e. t=T,), the maintenance filtering
device is in particular capable of generating either a second
item of loop data CompLLFSR2 61 allowing the generator to
return to the initial state 4 characterized by the initial value
Comp_a_1.C1 intended to compensate a permissive state of
an Input/Output of the next incoming message, or a third item
of'loop data CompLFSR3 62 allowing the generator to return
to the initial compensation state 5 of a restrictive Input/Out-
put. Preferably, the pseudo-random generator is capable of
associating, in particular by addition, said second item of loop
data CompLFSR2 61 with its state resulting from the (T ,~1)"
stage and the verification 8 of date if the incoming message
consecutive to the incoming message having been processed
comprises an Input/Output characterized by a permissive
state, or said third item of loop data CompLFSR3 62 if said
incoming message consecutive to the incoming message hav-
ing been processed comprises an Input/Output characterized
by a restrictive state.

Thus, a compensation value, such as for example the initial
value Comp_a_1.C1 characterizing the state initial, can be
associated with each state of the pseudo-random generator
and provides for compensation of the checksum, or in par-
ticular one of the fields of the checksum, while guaranteeing
either the maintenance of an Input/Output of an incoming
message, or non-maintenance of it, i.e. confirmation of it.

In order to trace the maintenance operation performed by
the pseudo-random generator, the signatures of the Input/
Output after maintenance of said Input/Output, i.e. in the
outgoing message, are in particular different from the signa-
tures of said Input/Output prior to maintenance of'it, i.e. inthe
incoming message, at the input to the maintenance filtering
device. On the other hand, the signatures associated with an
incoming message with Inputs/Outputs not requiring any
maintenance of their respective state are preferably identical
to the signatures of the outgoing message.

An example of a list of compensations for a restrictive
maintenance of the i Input/Output of an incoming message
is given below:

When a j* incoming message is received by the mainte-
nance filtering device, its i” Input/Output es, is coded for
example by a signature SESiTrue if'its state is permissive, and
respectively a signature SESiFalse if its state is restrictive.
During maintenance of this i Input/Output, the latter is con-
verted by the maintenance filtering device into an i” Input/
Output esm, of an outgoing message, said i Input/Output
esm, being coded by signature SESMiTrue if the state of es,
was permissive, and respectively SESMiFalse if the state of
es, was restrictive, each signature being predefined and
selected randomly.

The item from the compensation table intended to compen-
sate a checksum coding an Input/Output whose state at the
input to said maintenance filtering device is permissive, and
thus associated with the value Comp_a_1.C1 or respectively
Comp_a_1.C2, is given for example by:
CompNMaintenanceR1_i.C1=

SESMiTrue.C1-SESiTrue.C1-Comp_a_1.C1
and respectively by
CompNMaintenanceR1_i.C2=

SESMiTrue.C2-SESiTrue.C2-Comp_a_1.C2
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The above mentioned item of compensation data advanta-
geously prevents any compensation towards a restrictive state
of said Input/Output.

Similarly, the item of data from the compensation table
intended to compensate a checksum coding an Input/Output
whose state at the input to said maintenance filtering device is
restrictive, and thus associated with the value
Comp_a_0_1.C1 or respectively Comp_a_0_1.C2, is for
example given by:

CompMaintenanceR00_i_1.C1=

SESMiFalse.C1-SESiFalse.C1-Comp_a_0_1.C1
and respectively by
CompMaintenanceR00_i_1.C2=

SESMiFalse.C2-SESiFalse.C2-Comp_a_0_1.C2

The above mentioned item of compensation data prevents
a permissive state of the Input/Output from being taken into
account.

The data from the compensation table associated with
maintenance of the restrictive state of said Input/Output dur-
ing said T,—1 successive stages associated with the states
characterized by the values Comp_a_0_t.C1 or respectively
Comp_a_0_t.C2 of the pseudo-random generator are for
example given by (t running from 2 to T)):
CompMaintenanceR00_i_k.C1=

SESMiFalse.C1-SESiFalse.C1-Comp_a_0_t.C1
CompMaintenanceR01_i_k.Cl=

SESMiFalse.C1-SESiTrue.C1-Comp_a_0_t.C1
and respectively
CompMaintenanceR00_i_k.C2=

SESMiFalse.C2-SESiFalse.C1-Comp_a_0_t.C2
CompMaintenanceR01_i_k.C2=

SESMiFalse.C2-SESiTrue.C2-Comp_a_0_t.C2

Thus, whatever the state of the Input/Output, the latter is
maintained restrictive in the outgoing message.

Once the maintenance period has ended, i.e. after the
pseudo-random generator has been in the state characterized
by the value Comp_a_0_T.C2 (i.e.t=T) and verification of the
date has been performed, in particular by means of the state
Test Dckd of the pseudo-random generator, said pseudo-
random generator must return either to the initial state char-
acterized by the value Comp_a_1.C1 if the Input/Output of
the new incoming message is characterized by a permissive
state, or with the value Comp_a_0_1.C1 if the Input/Output
of'the new incoming message is characterized by a restrictive
state. For this purpose, a second item of loop data originating
in particular from the compensation table is preferably added
to the value of the state Test Dckd of the pseudo-random
generator in order to make it return to its value Comp_a_1.C1,
or similarly a second item of loop data originating in particu-
lar from the compensation table is preferably added to the
value of the state Test Dckd of the pseudo-random generator
in order to the make it return to its value Comp_a_0_1.C1.
Also, a first item of loop data is in particular capable of
allowing the pseudo-random generator to return to its value
Comp_a_1.C1 when said generator has processed a permis-
sive input. Said first, second and third items of loop data are
for example respectively given by:
CompLLFSR1=Comp_a_1.C1-Test Dckd(Comp_a_1.C2)
ComplLFSR2=Comp_a_1.C1-Test Dckd(Comp_a_0_T.C2)
CompLLFSR3=Comp_a_0_1.C1-Test Dckd
(Comp_a_0_T.C2)

Preferably, the date extraction device comprises in particu-
lar an extraction table providing first of all for the generation
of the signatures Sesm; of Inputs/Outputs of a checksum by
means of the values of the Inputs/Outputs esm; of the outgo-
ing message, and secondly for the subtraction of the signa-
tures of Inputs/Outputs Sesm, from the checksum ZSesm, in
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order to extract the date of said checksum. The extraction
table and calculations associated with it are in particular
confined, i.e. unusable for other calculations in order to avoid
the mistaken construction of erroneous Inputs/Outputs mes-
sages with a correct checksum.

To summarize, the method and the device according to the
invention present several advantages with respect to the exist-
ing methods and devices in that:

they avoid the need to use a coded processor,

they are economically advantageous in comparison with

the methods and devices using a coded processor, since
they make it possible to perform a protection mainte-
nance function for an Input/Output without using a
safety computer, and therefore without software, thus
saving the need for numerous electronic components
and hours of software engineering,

they provided for a greater Inputs/Outputs sampling fre-

quency than that allowed by a software solution.

The invention claimed is:

1. A maintenance filtering method for maintenance filter-
ing on a flow of m successive incoming messages Es, to be
received at an input of a maintenance filtering device which is
a hardware machine configured for processing the incoming
messages Es, in order to generate an outgoing message Esm,
at its output from each incoming message Es,

wherein each incoming message Bs, includes:

aset of n, Inputs/Outputs es; ; (i=1, . .. ,n;), each of which
can be characterized by s, states P, , each state P_,
being associated with a value v, ; to which the Input/
Output es, ; is equal when in the state P, ;

a checksum XSes; ; of signatures Ses, ,, each signature
Ses, ; being intended to code the Input/Output es, ;
and

a date d, dating the checksum, the date being incre-
mented by a date increment at each incoming mes-
sage;

the maintenance filtering method comprising:

generating by the maintenance filtering device and from

each incoming message Es; the outgoing message Esm,,

such that the outgoing message Esm; includes:

a set of n; Inputs/Outputs esm, ;, each of which can be
characterized by the s, states P, . a value v,  of the

Input/Output esm,; of the outgoing message Esm;
being equal to or different from the value v', ; ; of the
Input/Output es, ; of the incoming message Es; as a
function of possible maintenance of the state P, ; of
the Input/Output es, ;

a checksum ZSesm, ; of signatures Sesm, ;, each signa-
ture Sesm, ; being intended to code the Input/Output
esm, ; as a function of a state of the Input/Output es, ;
and

the date d;;

and thereby calculating, using a calculation device, each

checksum ZSesm, ; of the outgoing message Esm, by

adding at least one compensation to the checksum

ZSes, ;, the compensation being calculated as a function

of a current state of a pseudo-random generator and an
item taken from a compensation table.

2. The maintenance filtering method according to claim 1,
which comprises coupling the pseudo-random generator with
a date extraction device capable of extracting at least one
signature of a checksum.

3. The maintenance filtering method according to claim 1,
which comprises splitting the checksum ZSesm, ; into c fields,
with ¢ being greater than or equal to 2.

4. The maintenance filtering method according to claim 1,
which comprises, prior to receiving a first incoming message
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Es,, initializing at least one pseudo-random generator for
generating by way of the pseudo-random generator an initial-
ization value capable of processing solely one state of an
Input/Output intended not to be maintained.
5. The maintenance filtering method according to claim 1,
which comprises, from the first incoming message Es, and for
each consecutive incoming message Bs;:
if the Input/Output es, ; is in a state intended not to be
maintained, executing a short LSFR cycle run by the
pseudo-random generator associated with the Input/
Output es, ;

if the Input/Output es, ; is in a state intended to be main-
tained, executing a long LLSFR cycle run by the pseudo-
random generator associated with the Input/Output es, ..

6. The maintenance filtering method according to claim 5,
wherein the run of the short LSFR cycle and the run of the
long LSFR cycle each comprises an addition, successively for
each field of the checksum ZSes, , of the field of the check-
sum ZSes, ; to a value characterizing the current state of the
pseudo-random generator and to the item originating from the
compensation table.

7. The maintenance filtering method according to claim 1,
wherein the item originating from the compensation table is
pre-defined as a function of the Input/Output es, ,, its state and
the checksum XSes, ; in order to provide for either a genera-
tion ofacheck signature Sesm, ; characterizing a maintenance
of'the state of an Input/Output for a period T,, or a generation
of a check signature Sesm, ; characterizing a confirmation of
the state of an Input/Output of an incoming message.

8. The maintenance filtering method according to claim 1,
which comprises verifying a date increment between two
consecutive messages.

9. A maintenance filtering device being a hardware
machine for processing a flow of m incoming messages Es; in
order to generate from each incoming message Es, an outgo-
ing message Esm;

each incoming message Es, including:

n, Inputs/Outputs es, ,,

a checksum XSes, ; of signatures Ses, ;, each signature
Ses, ; being intended to code the Input/Output es, ,,
and

adate d;

the outgoing message Esm, including:

1, Inputs/Outputs esm, ,,

a checksum ZSesm, ; of signatures Sesm, ;, each signa-
ture Sesm, , being intended to code said Input/Output

esm, ;, and
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the date d;;

the filtering device being configured to maintain at least
one state of at least one Input/Output es, ; of at least one
of the incoming messages Es, for a period of time Ti
whatever a state of an i” Input/Output of an incoming
message consecutive to the incoming message Bs, by
generating at least one outgoing message characterized
in that the state of the i”” Input/Qutput of the outgoing
message is equal to the state of the Input/Output es, ; of
the incoming message Es, and the filtering device com-
prising:

a calculation device configured for calculating for each
incoming message Es; from the checksum ZSes, ; and by
adding at least one compensation to the checksum
2Ses, ;, a checksum ZSesm, ; intended to characterize the
outgoing message Esm;

at least one pseudo-random generator with a current state
intended to calculate the compensation; and

at least one compensation table for calculating the com-
pensation.

10. The maintenance filtering device according to claim 9,
wherein said calculation device, each said pseudo-random
generator, and each said compensation table are coupled with
one another in order to generate the compensation.

11. The maintenance filtering device according to claim 9,
wherein said calculation device comprises at least one hard-
wired algorithm.

12. The maintenance filtering device according to claim 9,
further comprising a date extraction device to be coupled to
said pseudo-random generator.

13. The maintenance filtering device according to claim 9,
wherein the compensation table comprises predetermined
data, each item of data being predefined as a function of a
current state of the pseudo-random generator, the Input/Out-
put es, , of a state thereof and the check signature Ses, ; in
order to provide for either a generation of a check signature
Sesm, ; characterizing a maintenance of the state of an Input/
Output for a period T,, or a generation of a check signature
Sesm, ; characterizing a confirmation of the state of an Input/
Output of an incoming message.

14. The maintenance filtering device according to claim 9,
which further comprises at least one adder.

15. The maintenance filtering device according to claim 9,
further comprising a date extraction device configured for
extracting the date of at least one checksum, an incoming
message or an outgoing message, and of determining a date
increment between two successive messages processed by the
maintenance filtering device.
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